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• 150 lm/watt.

• 180° beam angle. Most efficent state 

of lumen usage. Lumens are not lost 

to the reflector.

• 3 Sizes, 4 Wattages, 3000, 4500,  

6000, 9000 lumens.

• Replaces 100W-250W HPS, HID 

lamps.

• Ideal for horizontal mount fixtures. 

Medium and small shoeboxes 

especially.

• Rotatable socket to adjust beam 

angle.

• A support stand is included to eliminate 

any sagging/play on the socket due to 

the weight of the LED lamp.

• 5 year warranty

• UL and DLC listed

• Install into mogul socket, turn the 

rotatable lamp body to face desired area.

• Ballast bypass; connects to line voltage.

• Flame-retardant casing.

• Instant-on with no warmup.

LED LG 

3030

Enclosed

OK

IP 64

100-277VAC 

50-60Hz

100-277VAC

SULA 38 Series LED Retrofit Lamps

Model No. Voltage Lumen CT Weight Equal To

SULA-38-20
100-277VAC

50/60Hz
3000lm±200lm 2700 6500 K

NW 1.01lbs
GW 1.27lbs

100W

HPS MHL

SULA-38-30
100-277VAC

50/60Hz
4500lm±200lm 2700 6500 K

NW 1.47lbs
GW 1.78lbs

125W

HPS MHL

SULA-38-40
100-277VAC

50/60Hz
6000lm±200lm 2700 6500 K

NW 1.67lbs
GW 1.98lbs

200W

HPS MHL

SULA-38-60
100-277VAC

50/60Hz
9000lm±200lm 2700 6500 K

NW 2.24lbs
GW 2.60lbs

250W

HPS MHL
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Dimensions & Applications

SULA 38 Series LED Retrofit Lamps

Product
e29

D x L
e39

D x L

SULA-38-20W 3.62″ x 5.16″ 3.62″ x 5.83″

SULA-38-30W 3.62″ x 5.16″ 3.62″ x 5.83″

SULA-38-40W 3.62″ x 7.80″ 3.62″ x 8.46″

SULA-38-60W 3.62″ x 9.96″ 3.62″ x 10.17″

All fixtures with horizontal mounting of the lamp can use the SULA 38 series. There are two critical things to 

consider. One is the dimensions of the lamp you are replacing and the other is the lumens you will require. 

Anc the color temparature. Below fixtures all use horizontal mounting of the lamp. 


