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LUMENS
WATT

Range

Model          Power   LED Qty    PF    CRI   Voltage     CCT        Lumen    Size mm  Operation tep    Weight     Certificate      Equal to 

SULA 39-02-12 12W

18W

27W

SULA 39-02-18

SULA 39-02-27

68leds
2835

0.9 80
100-277VAC

50~60Hz 2700-6500K 1740    200lm
E39    60 * 141
E26    60 * 125

E39    60 * 161
E26    60 * 145

E26    60 * 170
E39    60 * 186

(x 0.0393=inch)

2600    200lm

3900    200lm

2700-6500K

2700-6500K

100-277VAC
50~60Hz

100-277VAC
50~60Hz

80

80

0.9

0.9

96leds
2835

128leds
2835

Features

145lm/w high lumen efficacy

Compact size for more luminaire

Less weight

New production process: ultrasonic without screw

Our own driver solution with
highquality components
(Rubycon capacitor)

Isolated driver,better for heat dissipation

New production process: ultrasonic without screw

High quality driver components: Rubicon capacitor(Japan);
FIRST MOS(USA); MPS IC Chip (USA); Galaxy Diodes (biggest in
China)

Driver with heat sink silicone for waterproof, dust proof an anti-mosquitoes

minus 40 ~ 60 C NW 0.21 kg

(lbs=kg * 2.2)

LM80 DLC
cUL/UL
LM79

50W
HPS MHL

75W
HPS MHL

150W
HPS MHL

LM80 DLC
cUL/UL
LM79

LM80 DLC
cUL/UL
LM79

NW 0.25 kg

NW 0.30 kg

GW 0.26 kg

GW 0.30 kg

GW 0.35 kg

( C/F)

minus 40 ~ 140 F

minus 40 ~ 60 C

minus 40 ~ 140 F

minus 40 ~ 60 C

minus 40 ~ 140 F
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Application

Distribution

SULA 39-02-12 SULA 39-02-18 SULA 39-02-27
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Installation

Dimensions & Packaging


