
Features

• Light Source:Luminleds 5050.

• Input Volt: 46-48VDC.

• IP Rating IK Rating : IP66 & IK10.

• BeamAngle: 20° 40° 60°.

• Color Temp:3000-6000K.

• Plug: M15 2Pin Male Plug.

• 5 years warranty.

Product Applications

• Folding Aluminum fin design which are very light 
weight.Increase the heat dissipation surface area 
by air cooling to dissipate heat and expand the 
contact area with air.

• It speeds up the spread of heat! Thermal effect is 
good.
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BLMAX LED High Lumens LED Module

DLC5 YEARS 

WARRANT

Y

5YEARS

W
A RRA NT Y

ULIP 66

Wattages: 200W, 240W, 300W

Ordering Example

BL MAX 20W 48 30K 

Company Product Wattage Voltage Color Temp

BRIGHTLOTS
BLMAX 

(Fin Module Series)

200W (20W) 

240W(24W) 

300W(30W)

48V 

(DC 46-48V)

30K (3000K) 

40K (4000K) 

50K (5000K) 

60K (6000K)

Breathable Protective AirVent Plug
EachModule of comes withWaterproof 
Breathable PressureRelief Vent Plug

Pure aluminumheat sink
Themodules can be rotated in a chain, which can meet

200 the needs of large arealighting and achieve perfect 
arealighting

M15Quick Linker
Thecable length is exposed 15cm,the default is 
M15maleplug, it can be customized according to 
diǨerent requirements.

LUMENS 

WATT
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BLMAX LED High Lumens LED Module

Technical Parameters

WATTAGE BL-MAX-20W48-xxK BL-MAX-24W48-xxK BL-MAX-30W48-xxK

LUMEN 40,000 lm 43,200 lm 51,000 lm

EFFICACY 200 lm/W 180 lm/W 170 lm/W

CCT 3000-6000K 3000-6000K 3000-6000K

INPUT VOLTAGE 46-48V DC

LIGHT SOURCE Luminleds 5050

LIGHT ANGLE 20º,40º,60º

LIFE SPAN 50,000 hrs

WORKING TEMP -30°C∼45°C

OUTDOOR RATING IP66

PLUG M15 2Pin Male Plug

WARRANTY 5 year limited



Photometry
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Dimensions

BLMAX LED High Lumens LED Module

BL-MAX-20W48-30K

355.4mm

64mm

13.0in

2.5in 234mm 
9.2in
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